Item No. 1-16

Mr. Miller

Date: 1/20/05
REVISION TO 2006 STANDARD SPECIFICATIONS

SECTION 910, BEGIN LINE 1016, DELETE AND INSERT AS FOLLOWS:
4. Barbed Wire
Barbed wire used at the top and bottom of farm field fence, or as otherwise
specified, and in accordance with 603 shall be in accordance with applicable provisions
of ASTM A 121. It shall be composed of No 12 1/2 gage (2.5 mm) galvanized or
aluminum coated steel wire with four round 14 gage (2.0 mm) barbs at approximately
5in. (125 mm) spacing. The galvanized coating shall be in accordance with class 3 in

Table 3 2. The minimum aluminum coating-wetghts{mass) shall be 6-30-and-0-25-0z/sg-ft

(91.5-and76-3-g/m’)-on-the12 1/2 gage (2.5 mm)-wire—and—14-gage{2.0-mm)barbs
respeetively in accordance with class 60 for the line wire and class 20 for the barb wire.

The weight (mass) of coating shall be determined in accordance with ASTM A 428. The
use of aluminum barbs, in accordance with ASTM B 211 (B 211M), alloy 5052-H38,
nominal diameter 8-086-#- No. 14 gage (2.03 mm), will be permitted.

The use of barbed wire with No. 15 1/2 gage (1.70 mm), high tensile strength line
wires, and No. 16 1/2 gage (5 1.47 mm) barbs will be permitted. The barbs shall be
round with four points and spaced at approximately 5 in. (125 mm) intervals. The barbed

wire shall be in accordance with ASTM A 121—exeept—the—mm+m&m—we+ght—€mass)—ef
aneeeaﬂng—sh&”—be—@—?%—ezﬁsq—ft—@%&@—g#m ) for line wires and 0.70 oz/sq ft (214.0
gim?)for-barbs. The galvanized coating shall be in accordance with class 3 in Table 2.
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